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APPLICATION

Merlex Exterior Stucco should be applied to an approximate thickness of 1/8” (3 mm).

For hand application: Apply stucco by trowel evenly to the substrate with enough
pressure to insure tight contact. Immediately double back with a second coat prior to
floating or texturing.

For spray application: Two coats are necessary. Apply the first coat over a dry surface to
produce complete color coverage. When first coat has thoroughly dried (usually 24 hours),
apply a second coat for texture depth and color uniformity.

CLEAN UP

Water and detergent. Clean spills and spatters before stucco dries.

LIMITATIONS

Do not apply if ambient temperature will fall below 40° F (4° C) within 24 hours. During
periods of hot/dry weather moist curing may be necessary. Caution: Variations such as
thickness and composition of substrate, surface textures, inclement weather, mixing and
application technique, or addition of field additives may impair color uniformity. A 5-10%
depth tolerance in color is normal. To gain higher color uniformity, apply Merlex Fogcoat
bonding cement coating.

WARRANTY

Merlex Color Coat Exterior Stucco is warranted to perform in accordance with the product
specification when used according to application instructions on the label. This warranty is
limited to and shall not exceed the total amount paid by the buyer for the product. In no ev-
ent will Merlex Stucco, Inc. be liable for loss of profits, special or consequential damages in
respect to any claim. The foregoing warranties are in lieu of all other warranties express or
implied including those concerning fitness for a particular use.

ENVIRONMENTAL

Contains portland cement and is alkaline on contact with water. May be irritating to eyes

AND SAFETY and skin. Wear appropriate skin and eye protection. In case of eye contact, flush immediately
with water. If irritation persists, consult a physician. Wash hands with soap and water after
use or before eating. Keep out of the reach of children.

MATERIAL STANDARDS Portland cement: Type 1-ASTM C150-56

Hydrated lime: Federal specs SS-L-351B Type F




